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ABSTRACT : 

PROBLEM TO BE SOLVED: To obtain a polyolefin composition comprising 
at least two kinds of different polyolefins obtained by 
(co) polymerizing olefins and capable of being shaped into nonwoven 
f abri having improved strengths. 

SOLUTION: The polyolefin composition for shaping comprises at least 
two kinds of polyolefins obtained by polymerizing or copolymerizing 
a olefin of the formula R9CH=CHR6 (R9 , R6 are each H, a 1-14C alkyl, 
or R9, R6 may form a ring together with a connected atom) . The 
polyolefin composition preferably comprises (A) at least one kind 
of highly isotactic polyolefin and (B) 5-60wt.%, preferably 
7-50wt.%, especially preferably 10-40wt.%, of at least one kind of 
low isotactic polyolefin. The composition preferably has a melt 
flow index (230/2.16) of 5-1000dg/min, a molecular mass of 
75000-350000g/mol, a polydispersity of 1.8-5.0 and a viscosity 
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ABSTRACT : 
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CHG DATE=19990617 STATUS=0> A polyolefin moulding composition 
essentially comprising from 20 to 99 % by weight, based on the 
moulding composition, of an isotactic polyolefin containing no 
atactic polymer chains and from 1 to 80 % by weight, based on the 
moulding composition, of a rubber having a glass transition 
temperature of below -20 DEG C is distinguished by high impact 
strength and hardness even at low temperatures. ' 
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